AMERITRON AL-572 


LINEAR 
AMPLIFIER 


INSTRUCTION MANUAL 


AMERITROM 


L-572 
AMPLIFIER 


ut 
Loser MULTINETER 
| : Tie 
i 4 
° 2 orn. ails Ree 
4 Ph J a 
= a S 
Ved . bt] 
. 
sray aout 


PLEASE READ THIS MANUAL BEFORE OPERATING THIS EQUIPMENT ! 


AMERiTRON 


116 Willow Road 
Starkville, MS 39759 USA 
662-323-8211 


Version 3 
Printed in U.S.A. 


Ameritron AL-572 Instruction Manual 


Table of Contents 


Int OdUCtiOn v.ssisecsas cies .svis sa vennesvenneacoamevanendsor essa upeseenounaesenvinces tacunnuensuuneseatastansuasnwlantab wieriauaielveasts | 
Winpackine Insthicti Onis: :siwegvgsesasnsiseaveendycaknnnrerenacarsaceanieeceesesariadicatounreievermennnaneeaiantaantons 2 
GALT SS vasth es echt et Gis ces eeces er atk ie eg ote ts leans te te le As ll a a aati leat i ciaan an cehapeat 3 
AL-572 Technical Specifications. ... .csssscsyessssseayatieceustiszecedapeyaecatsnis osgiesacacsbsvcsyevensedssapsncenonequieesd 4 
Tnputtresissvnasesucs sa ess anaiedewencnasanscuieentacianccerevaas neni taaeansiaacacaacllesaalareads uy alesdasenisspsiteeceestenes 4 
OU DUE «......... sssssnsassanszns covsnancsaneuaansreassaunusoavaawnciacs oneness eusesstaabetsansesaben svbtvaneeibaraaNeaeuieeed 4 
ETTICION CY x:::20cececeusmeuesdmniaintonascntacieass)ceereaars eikrsetieced uae case nahenenenncdaneminamcaisaiameeteteors 4 
PO WEL SUPDIY sasss crceusspazpentnnensdeodnigednesenstzeanases aciaieiecapeatesty aston: cus nearest sapeceesaacnendlargonatarurinxen’ 4 
Tube «0.2.2.0... aga RTE aR aR Ta Tine E Nae ate ARR ares 5 
Metering .....;. -sssssscacesscanissusasrasawcavacinssaicsnssist ocx sSecs0 s5 su OAS DACS DN aST SANSA SENSTETER STERNER NASM 5 
ALG. iii. se steecnerzeseenecennscardiensienanaesccencunetncsuacenesn nines te nanan eet tesa Baa RENNER ECNRRRENCUS TROTTER 5 
FRE TAY ccsi=s 2 ctaenecahaniceseeisee as elaice asunder ves aint erence pe sie wegetua ees ama ncmRAI ee aero ae >) 
COTTE CIOTS se, espera cpaesaanaacessunests ceo duetiesguns trie Vani tea en AERC ao anne wh ETA Ry EEA ae Sea nswaiansapncssmnast sone 5 
Physical ....0.:.cisessacsetccosiesassescsnsevds chsservsen se ca RUMU NINO SUNN aa Weal latent RM RMM A eNeeTE TERS 5 
General Information ....s::.c:ccccesscoeseevesseeteoee see sees. ssaduasniaaaaniaaruabase masiteneniassomnamenaunerbeREReoRTEENTS 6 
Safety Interlock iis scsi cavecstesvienscaee as ccesnrorectorevaremmaweavenenceeans doves cores somensnmmunscemiemonensen 6 
Peak Envelope Power vs. Average POWEF .......:.cccccccsscsseessessessesieenseesserseteceneceseeseeneeeasteees 6 
Circuit Descriptions «.:.........1:sssss-scapaegaacsacipenueesaduansatagbunssyyaquotenanades asoduans staid sastnnaatneaim cette nees 7 
ALC: gaesssauzatasececossancawsuaiwan cass cane wen ce sere st is gas Saeu cE ONT EEN OSES ETE ABE TEETOSES. 7 
Dynamic Bias sssssssssascesssussncuussoasanscessssecnssosssssssusinonseasssconcanodssovetouanestsncewsiaonnerstocenasssoasseas 7 
Wattnéter Cir Cittix.v.ciayspeueiemtenetnanesireaaavieeteinaiomnaneannio wineneinanedmarmamnnen! g 
IPO Wer SUD pl Vices ac. shad soevea fest one sap ues smasieen ce saph esouseacapsehasgceadegind ccpdie Sel beas tenbinssbvisseasaenspeticprat: 8 
Filament Supply ........s.qassssesyeueecnezessscaascsnsauevassnssivsscsesWascus stitute dosaui Mapibaadeasegemeseaaeuee. 8 
Plate (HV) Supply......:ccsssresssassnescnisesccevsssasoas auassnsaveavvswonessncansesaususavenn veneer deusceeesaweats. 8 
Me ter: scssccsscscscucassiearasvrennanvennesneraanckassne esta veenaceerivasaontve snaesaueaanseaaenbnavedceeonane ops eouibansvonsTaanTTesRESeN 8 
Cinmrenite Mister Gal ater aim: O11) eects aliases mapeacea cos seeming al ieee pean 8 
Multimeter....::.:.sscssescssses-sos+s+squnsepnssamesngshasuastana'enesnaunie swe ggaesgodbnunascevaseatan giranvanconevapuannniny- 9 
Multimeter Functions «... gascevassasasdsssscevensaceteevessiatieeaeciawaiwiswenacacdavivavoeseasiaasetsihi 9 
TLV voececccesesscvss ssn ntheasianevean anesmmmces anannnnmeaiamNUNNast were tionmeTuaAeEcaTNEtES 9 
FREE sexicoesise bie 2 ecu ease eats a eo teeaaaleoenlwss renuctnn teeta Meatenduatedeniatic’ 9 
PSIG © yseicrctastsesoesisdg occ ode dss ticashe clagnd pms cciende se nesnitnaynsonslnes socseevi lew sunietesiiende 10 
ALC SET sscccevapanssnncnavssntorecein pacientes eence ens conn aE IT 10 
Purbe Life snciccccccicccacccccssesases tacpuiultedeisse veh iy useen secs ibUae tons Bac ee tens QU Bacal TTI BATES RUE 10 
Export Modifications ..........idsscsssscsscansiesvassnvaneseasiennabeniesnens sass sivnseveonsssbaacaneserenteswencessenonaoeenesnswnes 11 
TECHHAICAl ASSTSTANCE sists 1a raimomncicsas vant Sa savieadnasioasieaeapnialeasaenbipaviceiisnlaldea es sdaraanna Wiacayeiesaeibeeaiysevareiede 12 
TN GLC). Swshesnste salle wasrenebdvhaalsaneuS und sou nceksags execnnda usedeee ns piace tees nna bec eect aaa 12 
Installation Guidelines And Suggestions ........ccccssccsessessesessessescerssesacesessesersessersecsessseaseceeseasersees 13 
Location Of The Amplifier ......... scxsscsccessnecassovssintsscrasanacancasssrennixe naeanciromtensniancauanvaires 13 
Ventilation s...c.0cas.cccece. saexenvennsencseavacncecensibectnsasennsansinaisnan sana oieaesuana ven esvouensxcenne nl tNmuNAOONEANRSRe 13 
DOWEL CE OIE CTIONS! saz; svaensteesdaneestders kasuayavneenragassnenionsehelis cians Syateestusateanea i eapearaneraetttametinats 13 
Grounding «. :...:..s.0056sssapeenstinesyenye beet ng nen Wed aN aeOaFAUISETON THINGS EDIONES GOFERaaN oom RNID SUI oe RNIN 14 
Transformer Connections... sssiwisasssics anensscrnsonccnsecscawmnveccassernrianiassiaccceamutes 15 
Interconnections .......ccc:-ssscteecsss ssa sanatovnaeessmasenonesnstaencasonnarnsansaunarcennuneenauiusteonmenteniehecemideccinnnesaae 16 


Ameritron AL-572 Instruction Manual 


Operating Instructions And Guidelines. .............. nasiescssanveesiwsneaciencrctsscousisiiea ts adugnsstsnsateatecasveees 16 
Front: Panel Controls .:.2: 0s.:+2..cevs apenas sso dua roemninonnsersseamnicenbawedweracininiecarneante ats 16 
"MULTIMETER" Switch ......eceeeesesesceeeseesesesseseseeccatscrscsevesscsecsevavvevseaveccareacacenes 16 
"QEE-ON™ Swit livcs:. :.: sspepeecpanmmstasieeasstataasencideseceactconsstosuneruniemnndwesineessareias 16 
"STBY-OPR" Switch... . cmssesncasssnseascreacaequsuysa wiaeesseesneeG UI div ooderseces 16 
"PLATE" Control . is. .:.:0. 2necoesaneasannnecarnanseunuesenenvunassansenavanoausiaeseiecsceeudstan Seated 17 
VIEOA D+ COMPO! 1 ocalaxessenspteantentesceenst viva netias aivaindtes users saieit esa isaac eeceuaairineye [7 
ALC Metering, Controls, and Adjustment ............cccccccescsseseeseescesssseseescesecsevseeeceneveecaseres 17 
ALC Metering Functions... :0::...::c<:sueesesoamsussceaitente scstiarenadieipasames nonsecenenesessessuonveer 17 
AL Cuiessicisestesesecscoteasces sis asso toweailanennaemneienananeectiatehae tue Sai seria Satu STOR Se 17 
ALC SED sscctescieses tases cress ccaasmnnpenasna oeunteromnioenn soiuamexnemmmenineateat: 18 
ANIC Contra lS tics 2 aed ecees iia aes ieataperaneeeunay ved apeacesuneencednsarenenosenienntis 18 
ALC Adjustments. «:caassaspsasnigurarinanteanenwaseedereincanie esncossnsensnsiessen ednssheersexensunesies 18 
SSB Operation sicsscasvics. cn ceeaesemeReaengee TTR RR CR aemeserneseontes 18 
CW Operation... scc secs s cas aisamvansasna cman wean ARON ITOIS 18 
Rear-panel "ALC LIMIT” control :.: aexcssiecomnenmancctseriemnnoaunwancmennentcerenuumnatien 19 
ALC Limit Adjustment (rear panel) .........cccccccseseessescesesscseeseestesreseseeueessesceasssens 19 
TOPVIT Gs PO WI sek ve seczsceted eects cdatcceancat. Savi Viste RRR ATR RR aera Ger onco-ceescemesmsierersedaxonneyes 20 
Tube and. Component Life acssasscesessacccssscsvanneaten aamemiaviy ay cerncoaeh wae wea eS NERC SEE SSS 20 
TUNING wis cesiccevsassrsnisecesi os naxenvnennecetapacuareancaanameansa cdeanbanks aes bessauneneacass caved Ua UENCRRNNTE NSEC 21 
EUMINGPPOCCCUTE: + sic setavins ofeesasiontsensesnncelyesteqee ionien Oaucava ea icm sane CeRaaO REGRETS 22 
MAL C-SET* COmmtr si tesauly ptacydakestue theresa). 0cnse5 oso acndlleacoensenhh aneninea awe tanicenenbenass 24 
Additional SSBUNOte8 ii... fcsiscccastieeteeseveseccstrseavertensandi avaaiestites nen gape bemeaae tab apaataans 25 
AM (Amplitude Modulation) Operation... .cccececeseccceseesescaseeessssesseseeseescscesscsesaseaes 25 
AuidiG DistOrt Onesies sian testaauoape enn elie cane iter: weaeieiiegis es menenireenmentannanaaabomeAeel 
FM (Frequency Modulation), RTTY, and DIGITAL OPERATION .......cceeeceseeseeteeeees 26 
OS Operations, is haves ire oc See Rem eeeNinee Ra raat ea han orp eee loans santen tasnpendounncin 26 
Periodic. Maintenance: :.c:cncisitenieediatisenii nate ienkge ests tne bee IR 26 
Parts List avctsscsseacecsnevenevsnsvasnisaevesaucaasassanseusssnsecensansiovsssaanwaweavvtuasvanevn datas casevannaaeaassanaweaseaeseeees 28 
Power'Supply 8 WR. Board: (50-005 7-1.) cxsunsssessireesasataveasoennssavcevenetveaisnxiananseenseunennnines 28 
Tuned Input‘Board (50-0057=2)):.....::2c 2s sesaesSeatas sunewpancsn senensenbutnesismeadian veaeensiizesinen duende bane 29 
AL-572 Tuned Input Chart...........0..c:..05.. dasapmecwenamenag gags cisaseeaseanunceaansentventantwavsasvivenvnnatates 29 
Meter Board (50-0057-3) ..:ccsesacesssussc-00- saannearan zeman cee aaaNNaS 29 
Timer / Overload Board (50-0057-5) ccccccesecsesssecssecteens corevereve evazasatanuneanituaesavnaaeensessanntt 30) 
AL=572:Main: Chassis: Parts St; scirvsqoxapannareneniennsannteanaisnn apes ecivctrrcivaesiu add sarncesmucvessinnsern 
AL 572) Waring: Dia granny ses is, sgevscvscasassesiasd savas ss pabetgdngepceastunababedpnadey susmsranecsanatasonerasonsaaseeeee sdinesyieang DS 
Power Supply / SWR Board Schematic scssssssssisusavnostansiosaspaupesenscusnsnassituemnbass coeur sasaaeontens 33 
Tuned Input Board Schematic. ..............ccsseonsssesnonsissvsencsasvsenenstaranaasstebeccnnavesoivessviercnsteeotd 
Meter Board Schematic. ...cccc:is:.c2.015 411+ -nesasrevenerannnnennnaauranennverriaxnannseaanennannavaniessstioneeD 


Ameritron AL-572 Instruction Manual 


Ameritron AL-572 
1300 watt PEP Linear Amplifier Instruction Manual 


INTRODUCTION 


The Ameritron AL-572 is a 1000 watt CW, 1300 watt PEP (nominal output power) linear 
amplifier that operates on all Amateur bands from 160 through 15 meters (WARC bands and ten 
meters with reduced performance). The AL-572X and AL-572Y are export models that operate 
from 160 through 10 meters. 


The AL-572 uses four 572B tubes in a class AB, grounded grid circuit. High-quality power 
supply and RF components combine with an accurate peak-detecting directional coupler, front 
panel adjustable true ALC circuit, and automatic bias switching to make this the best featured 
and most reliable 572B amplifier available. The AL-572 and AL-572Y are factory-wired for 120 
volt, 50/60 Hz ac line voltage. The AL-572X is factory wired for 240 volts. All models are easily 
converted to other supply voltages between 90 and 250 volts ac. 


DANGER: NEVER APPLY POWER TO THIS AMPLIFIER WITH THE COVER 


REMOVED! CONTACT WITH THE VOLTAGES INSIDE THIS AMPLIFIER 
CAN BE FATAL! 


PLEASE READ THIS MANUAL BEFORE ATTEMPTING TO OPERATE EQUIPMENT! 


WARNING: Improper or abusive operation of this amplifier can damage the 
tubes or other components in this amplifier. Damage caused by 


improper or abusive operation is not covered under the warranty 
policy. 


Ameritron 

116 Willow Road 
Starkville, MS 39759 
(662) 323-8211 
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UNPACKING INSTRUCTIONS 


Remove the AL-572B tubes from their shipping cartons. Carefully inspect each tube for visible 
damage. Look for bent or broken pins. Roll each tube over slowly while listening and watching 
for loose internal materials. Contact either your Ameritron dealer or Ameritron immediately if 
any damage exists. 


Carefully lift the amplifier from the shipping carton, and place it on a firm, level surface. Inspect 
the amplifier for shipping damage. Contact either your Ameritron dealer or Ameritron 
immediately if any damage exists. Remove the cover screws with a #2 Phillips screwdriver. 
Save the screws to re-secure the cover. Carefully lift the rear of the cover while sliding the cover 
back. The AL-572 is shipped with the fuses and fuse caps packed inside the amplifier. 
Additional screws will be included in the fuse pack when required. 


DANGER: Never remove the cover while this amplifier is connected to the power 


mains! Contact with the voltages in this amplifier can be fatal. 


The tubes must be installed in their sockets prior to operation. Observe the pin configuration on 
each tube and socket. Two of the of the four base pins are slightly larger in diameter. Carefully 
observe the pin alignment to be sure correct tube pins are centered on the socket's holes. Firmly 
press the tubes into the socket. Do NOT twist or force the tubes into their socket. 


Install the anode connector on the tube's anode terminal. 


Install the fuses and fuse caps on the back of the amplifier. This amplifier uses two 20A fuses for 
standard 120 Vac operation (models B and BY) or two 12A fuses for 240 V operation (model BX 
only). If you wish to operate the amplifier on a line voltage other than 120 volts, the jumpers on 
the power transformer primary windings must be changed. If the primary wiring is changed, the 
correct fuses must be installed. See the "TRANSFORMER CONNECTIONS" section on page 15 for 
more information. 


CAUTION: Always use fast-blow fuses rated at 250 volts or higher. NEVER use 
standard automotive glass fuses or slow-blow fuses. 


The top cover should now be installed with the ventilation holes on side of the cover positioned 
near the electrolytics. The ventilation holes on the top of the cover should be on the right side of 
the amplifier (front view). Secure the cover by installing the corner screws first. Install all the 
screws loosely until every screw is in place. Tighten the screws after they have all been 
installed. 


Note: Ameritron will NOT be responsible for shipping damage due to improper packing. 


The packing materials used to ship this amplifier are specially designed to prevent damage. All 
packing materials should be retained for future shipping. Replacement packing materials may be 
purchased from Ameritron if original packing materials are unavailable. 
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FEATURES 


mw The AL-572 uses rugged inexpensive 572B tubes. 
mg The 572B requires only a few seconds of warm-up time. 


a A dynamic bias circuit eliminates hundreds of watts of unnecessary heat generation in the 
power amplifier tubes. The result is cooler operation and longer component life. 


= A multi-voltage heavy-duty transformer with a unique "buck-boost" winding allows 
adjustment of the primary voltage to 14 different voltages centered on 115 and 230 volts. This 
versatile Ameritron feature allows the user to select the optimum primary voltage for 
maximum performance and life. 


mw The tuning and loading controls have vernier 6:1 reduction drives for smooth tuning. 
Logging scales allow quick and repeatable contro] adjustments for rapid band changes. 


mw The AL-572 has two illuminated cross-needle panel meters. The left meter provides a 
continuous reading of grid and plate currents. The right meter reads peak RF power output on 
one scale and Plate Voltage (HV), Reflected power and SWR (REF), ALC detector voltage 
(ALC), and ALC adjustment level (ALC SET) on the other scale. 


= Filament and plate voltages are maintained using the "STBY/OPR" switch. This allows the 
amplifier to be conveniently bypassed for "barefoot" operation. 


a A front panel "ALC SET" control allows convenient adjustment of the ALC threshold. The 
unique ALC circuit samples the grid current and power supply voltage. 


w An'"XMT" LED on the front panel indicates proper keying of the amplifier by the exciter. 


mw A rear panel "12 V" auxiliary output jack provides up to 200 mA at 12 Vdc for accessories 
such as the ATR-15 Antenna Tuner. 


w A step-start circuit limits the inrush current to the power supply and tube filament. This 
circuit extends the life of the amplifier components. 
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AL-572 TECHNICAL SPECIFICATIONS 


INPUT 

Circuit type? cic nin dsleiens eeh, Hae Pi-network, slug tuned coils 

Maximum VSWR at resonance? ...... ise ceeeseseeeeeeees 1.3:1 or less 

Minimum 2:1 VSWR bandwidth: 0... cceeesseereeees typically 15% of center frequency 

Maximum SSB drive power permissible: ............00. 110 watts PEP 

Typical drive for full CW power output: .......0...c 75 watts 

OUTPUT 

(CIrcllit ty De 2... sesiventadnsennentennad ee biierteereoreteeine Pi-L, Pi-network 

Typical SSB PEP voice operations... cee 1300 watts nominal 

CW continuous operation: ....cccccceeseeeeetecseeeeeeees 1000 watts nominal 

1/2 hour PEP two-tone test: 2... cc ecesesereneesseetereees 1000 watts 

1/2 hour continuous carrier (RT TY): ..ccsesesceees not rated, contact factory for specification 

Frequency Coverage: ......ccccccsscessestenassoavasesvvrensesers 1.8 to 21 MHz amateur bands. (Export 
models include 24.5 and 28 MHz at reduced 
power. WARC bands available at reduced 
power) 

Third Order IM Dissssssysasarassansessacssnncsvsievacedsaivasavearentea -34 dB or better (below PEP at rated output) 

EFFICIENCY 

CW. caeavstcanssussousteeconrcemescrenonapnenevcess ervesnduasnenatenenovnnents approximately 61% 

SSB sssuccanwownaenvaceatiacsccuenvacaataviscaiteadscmmeecieon approximately 65% (envelope crest) 

POWER SUPPLY 

CAE CUE LY IDE Sais vats cheeaeeeesesicn ter cas essnateseredectantpnsts Full wave voltage doubler 

No load Voltage iesssesccnsssssxissamssoentsonescsewdevesaesacsuavess. 2900 V 

Full load voltage? wwivsesecevasauncsransainnceaaesiecssamovearsianse. 2500 V 

Full load current: .... .;sedsaesesassonnisertnseamanasisaeemde... TA 

NL to FL Regulation: .........cccceseeseseesesseeseeeeseeseeesesens 14% or less internal voltage drop 

Transformer’? ......:scsssvaveevssssrsccranenecssrearsenntmaronssanessees. 21 Ibs 

Capacitors: cic... ss oancnacienscnemasinisenlieemuonTer os 26 mFd total, computer grade 
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Normal line current at rated CW output: ........ 16 A at 120 Vac 

Normal line current at 1300 watt PEP output:........... 8 A average at 120 Vac 

Power line current in standby? .......cc cece cee eeeeee 2 Aat 120 Vac 

TUBE 

Why Pe Yes kite neien di ea ctedleer et eee er (4x) 572B 

CONUNUOUSGISSIPALON  Ladciscisceseaerisetisceavnanancnend 640 watts 

Warn" Up Hine: tcescntietieann atin mit aman’ 3 seconds 

METERING 

Multimeter: scassvanwissscnwsscrosivissieanetesuateiieteribieess + Peak forward power (continuously). The 


second scale switches between peak 
reflected power (and SWR), ALC threshold, 
ALC output voltage, and high voltage. 


CUTTENLINE (6 Tiss varcneiieoaenenamaanineateers aes Plate and grid current (simultaneously) on 
separate scales. 


ALC 
Negative going, 0 to 10 volts, adjustable. 


RELAY 
Requires contact closure or sink of +12 Vde at 100 mA. Back pulse protected. 


CONNECTORS 

IRF itiessssctulorae sess ospbpsbenaecacetas orkceapoemaciennsi i lenleee a SO-239 

Lin€? scien. scene rein bnesaa eet. NEMA 5-15P, standard 120 V three wire 
OLHELS Ba ospedracadvcetonvacientsvapenceedabun tana ousectenionedl +s RCA Phono 

PHYSICAL 

TDUMENSI OMS: jvtun wonasnundadeieemnerensGes ticle iver eke 15-1/2" D x 14-1/2" W x 8-1/2"H 
Weight:........asissssscuiamuncnnmnnarnrrenacsannanccnsvsy 40 lbs 
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GENERAL INFORMATION 


SAFETY INTERLOCK 


An interlock switch is closed while the amplifier's top cover is in place. This switch completes 
the primary circuit of the power transformer. The interlock will open and de-energize the 
transformer primary if the top cover is removed. 


DANGER: High voltage can kill! Accidental contact with the voltages in this 


amplifier can be lethal. 


For your personal safety please observe the following precautions: 
1. NEVER defeat the interlock. 
2. NEVER remove the cover with the amplifier connected to the power line. 


3. ALWAYS allow the capacitors to discharge for several minutes after unplugging the 
amplifier and before removing the cover. 


4. ALWAYS select the high-voltage (HV) function of the Multimeter to check the high voltage 
potential. Do not remove the cover if voltage is indicated. 


5. ALWAYS ground the tube anode (top metal connector) to the chassis through a low value, 
high wattage resistor before touching anything inside the amplifier. 


6. ALWAYS be cautious of heat. Many components inside the amplifier operate at high enough 
temperatures to cause burns. 


7. NEVER make any unauthorized component or circuit modifications to this product. The 
only acceptable source for modifications is Ameritron or a source approved by Ameritron. 
Unauthorized modifications almost certainly will increase the risk of equipment failure or 
personal injury. 


PEAK ENVELOPE POWER VS. AVERAGE POWER 


Peak envelope power (PEP) is often misunderstood by amateurs. PEP is not associated with the 
sine wave or root-mean-square (RMS) power, and PEP has no fixed ratio to average power on 
any mode except FM, FSK or CW. It is impossible to use a formula or "rule of thumb" 
approximation to convert between average and peak voice waveform powers. 


PEP is the power at the crest (highest point) of the RF envelope waveform. On SSB, the average 
power can vary from a few percent to more than half the PEP produced. Generally, PEP on SSB 
is two to five times greater than the average power. A 50 watt average power SSB signal could 
produce PEP levels from below 100 watts to more than 250 watts. 


On CW and other constant amplitude modes (such as FM or RTTY), the PEP is always equal to 
the average power. For example, on CW, FM, or RTTY 1000 watts of average power produces 
exactly 1000 watts of PEP. 
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CIRCUIT DESCRIPTIONS 
ALC 


The AL-572 is one of the few amplifiers using a "true" automatic level control (ALC) circuit. In 
this amplifier, the ALC actually samples grid current and power supply loading to determine the 
ALC voltage. The front panel "ALC SET" knob adjusts the level of grid current where ALC 
action begins. ALC action begins softly over a range of a few milliamperes to minimize 
distortion. This soft-touch ALC is an Ameritron exclusive. 


The ALC circuit is located on the METER BOARD P/N 50-0080-3 (behind the 
"MULTIMETER" switch). IC301 (pins 9 and 10) compares the voltage drop (caused by grid 
current) across R106 in the main power supply board. ALC voltage is derived by comparing the 
grid shunt voltage to the voltage from the power supply. 


The pin 8 output of IC1 will go negative if the grid shunt voltage exceeds the voltage from 
divider R311 and R2 (chassis mounted control), or if the supply voltage sags from excessive line 
voltage drop. Pin 8 is followed by current buffer Q303 that sources the negative ALC voltage to 
the ALC output jack. 


This amplifier includes an ALC Limit control on the rear panel. This control reduces overshoot 
and eliminates motorboating (a slow rhythmic fluctuation) in the transmitted signal. These 
problems are caused by excessive transceiver ALC attack time delay. This control sets the 
maximum voltage level available from the ALC circuit. Adjustment details begin on page 17. 


DYNAMIC BIAS 


Conventional bias circuits force high power linear amplifiers to dissipate hundreds of watts 
during low or no signal periods. This creates needless heat, since virtually no dissipation is 
required unless the amplifier is being driven with large signal levels. 


The AL-572 contains an exclusive bias circuit that reduces the idling (quiescent) current very 
close to the tube's cut-off region. The power amplifier tube in the AL-572 has a full resting 
period of very low dissipation between dots and dashes on CW and between words on SSB. The 
lower idling current reduces component temperature on both CW and SSB. If only a few 
milliwatts of RF power are applied to the amplifier, the quiescent current will increase. Linearity 
remains excellent with this circuit because the tube can remain biased for class AB operation 
without unnecessary standing dissipation. 


The dynamic bias circuit is located on the Power Supply Board P/N 50-0080-1. Diodes D101 
and D102 rectify a small sample of the RF drive voltage. This voltage is applied to the base of 
de switch Q101. If QIO1's base is driven with a few microamperes of current from the RF 
sampling circuit, Q101's collector will pull the base of PNP transistor Q102 low. This turns de 
switch Q102 on. 


When Q102 is on, zener diode D103 is connected between the collector and base of Q103. 


D103 sets the operating bias. This zener applies forward bias to Q103's base whenever the 
collector voltage of Q103 exceeds the voltage of D103. This forward bias will turn Q103 on 
harder and will reduce the collector voltage. If the collector voltage is less than the breakdown 
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voltage of D103, Q103 will move towards cut-off and the collector voltage will increase. Q103 
functions as a current buffer for zener diode D103. 


WATTMETER CIRCUIT 


The AL-572 wattmeter circuit uses an accurate directional coupler followed by a true peak 
detector circuit. This circuit will accurately determine the true peak envelope power (PEP) of 
normal voice waveforms. If the load SWR is high, the true power reading will be obtained by 
subtracting the reflected power from the forward power. 


POWER SUPPLY 


FILAMENT SUPPLY 


The filament circuit of this amplifier satisfies all requirements of the tube manufacturer related to 
tube performance and life. The filament voltage and inrush current are controlled by the power 
transformer's internal resistance and impedance, filament choke resistance, filament wiring 
resistance, and the step-start circuit. NEVER replace any circuit components or wiring with 
substitute parts. This precaution will insure maximum life for the tube. 


PLATE (HV) SUPPLY 


The plate supply uses a full wave doubler circuit with 200 amp surge rated diodes and a heavy 
duty 21 pound transformer. Filtering is accomplished by a bank of high quality computer grade 
capacitors totaling 26 mFd. Large 50k ohm, 7 watt bleeders are used for safety and superior 
voltage equalization. The transformer allows user selection of fourteen different line voltages 
(see the "TRANSFORMER CONNECTIONS" section on page 15 for details). 


Power is supplied through "OFF-ON" switch S2. A 10 ohm resistor (R27) limits the line current 
during the filter capacitor charge time to lower component stress. When the filter capacitor 
charging current decreases sufficiently, RLY102 shorts the 10 ohm resistor. This applies full 
power line voltage to the transformer. The 10 ohm resistor is protected from high-voltage supply 
shorts by a 2A slow-blow fuse (F101) during start-up. If F101 or the 10 ohm resistor (R27) fails 
the amplifier will not start. If F101 fails from a momentary HV to ground fault, meter protection 
diode D117 may also fail. See the "Metering Functions" section that follows for more 
information. 


METERS 


CURRENT METER (PLATE AND GRID) 


The plate and grid current meter is located on the far left side of the front panel. This meter 
indicates the plate current (Ip) on the right-hand meter scale. This scale has a small picket every 
25 mA, a large picket every 100 mA, and indicates 1000 mA at full deflection. 
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The left-hand meter scale indicates the grid current (Ig). The small pickets on this "Ig” scale 
appear every 10 mA and the larger pickets appear every 50 mA. The full scale "Ig" reading is 
250 mA. 


The plate and grid meters in this amplifier normally indicate maximum grid current and 
maximum RF output at or near the same "PLATE" tuning setting. Maximum grid current and 
minimum plate current also generally occur at the same "PLATE" tuning setting. 


Note: If the grid and plate meters always track (move together in exact step) as the tuning 
controls are adjusted and if they show the same approximate amount of pointer 
movement, diode D117 on the power supply board could be shorted. 


D117 protects the grid current overload circuit (if used) and the meters. This diode is located near 
the electrolytic capacitors on outside edge of the main circuit board. D117 will usually short if 
there is a large high-voltage-to-chassis current fault. The grid and plate current meters will not 
read correctly if this diode fails. If D117 is shorted the overload circuit (if used) may repeatedly 
trip and grid current may appear excessively high before full power is reached. 


MULTIMETER 


The multimeter is the meter on the right. It continuously reads the forward peak envelope power 
on its left-hand scale (FWD). This scale is calibrated in 100 watt steps up to 2 kW. 


The right-hand scale of this meter provides four metering functions that are selected by the 
"MULTIMETER" switch. These functions include the measurement of high voltage (HV), 
reflected power and SWR (REF), ALC voltage output (ALC), and relative ALC threshold (ALC 
SET). The "Multimeter Functions" section that follows describes these functions in more detail. 


Multimeter Functions 


HV 

The multimeter indicates the dc plate voltage applied to the PA tube when the MULTIMETER 
switch is placed in the HV position. The correct scale to use is the ALC/ HV scale. This scale has 
a picket every 100 volts. Two zeros must be mentally added behind the numbers indicated on the 
meter scale (i.e. multiply by 100), so that "25"=2500 volts and "20"=2000 volts. Do not operate 
the amplifier if the high voltage is over 3000 volts with the amplifier on standby. See the 
"TRANSFORMER CONNECTIONS" section on page 15 for information on correcting excessive high 
voltage. 


REF 

The multimeter measures the antenna (or load) peak envelope reflected power and the SWR 
when the MULTIMETER switch is placed in the REF position. The full scale reflected power 
reading is 500 watts. This scale is marked every 10 watts below 100 watts, and every 100 watts 
from 100 to 500 watts. 


Note: The SWR of the load is measured when the "MULTIMETER" is in the REF 
position by observing the different red SWR curves. The forward and reflected 
power meter pointers will cross each other on, or near, the correct SWR curve. 
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ALC 


The multimeter measures the output voltage of the ALC detector when in the ALC position. The 
full scale ALC reading is 35 volts and is read directly from the ALC/ HV scale. The meter 
should flick upwards occasionally during normal ALC action. 


ALC SET 


The multimeter measures the approximate grid current that will produce ALC activity when the 
meter switch is in the ALC SET position. One zero must be added to the reading on the ALC/ 
HV scale for this function. For example, ALC action will begin at approximately 150 mA of grid 
current (typically between 120 mA and 180 mA) when the "ALC SET" control is adjusted until 
the meter reads "15." 


TUBE LIFE 


The 572B is a reasonably rugged tube. The likelihood of premature failure can be reduced by 
avoiding excessive tube element temperatures. Element temperature is a function of the duration 
and the amount of power dissipated. The elements in the 572B have very good immunity to short 
term overload failures. 


The anode in the 572B can tolerate large dissipation overloads for short periods of time due to 
the thermal mass of the anode. Anode color is a good indication of incorrect tube operation. The 
anode in the 572B is designed to operate at moderate temperatures. These temperatures normally 
do NOT produce anode color. 


The graphite anode is coated or mixed with a "getter" material that de-gasses the tube. This 
material is activated by normal operating anode temperatures. The likelihood of gas failure (tube 
arcing) is reduced by operating the 572B tubes on a regular basis at normal ratings. 


Care must be taken to avoid exceeding the temperature ratings of the tube's glass-to-metal seals. 
The life of the tubes in this amplifier may be prolonged if tuning periods are kept short and a 
brief "cool-down" periods are provided between tuning periods. Try to allow a one or two minute 
non-transmitting "cool-down" period after lengthy CW or RTTY transmissions before shutting 
off the AC power switch. 


Incorrect operation is most likely to damage the tube's control grid or anode. Applying full drive 
power for several seconds with excessively "light" loading (indicated by abnormally high grid 
current) can cause control grid damage. Several seconds of high drive power operation with 
improper tuning or excessively "heavy" loading (indicated by low output power in concert with 
normal plate current) can melt or damage the anode. These undesirable operating conditions can 
be avoided by following the tuning procedures in this manual. 


In the AL-572, a grid current of 200 mA (at 100 watts of drive) produces rated grid dissipation. 
For maximum tube life, the short-term average grid current and drive power should always be 
kept below these values. 
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WARNING: NEVER drive this amplifier with more than 100 watts of short term 


average envelope power. NEVER allow the grid current to exceed 
200 mA under any operating condition. 


Maximum power output normally will occur with approximately 125 mA of grid current on CW, 
or less than 45 mA of grid current (125 mA instantaneous peak) on SSB (two-tone test). Grid 
dissipation, with 125 mA of grid current and 70 watts of drive, is approximately ten watts. 


If you wish to add control grid protection to the AL-572, always remember fuses and resistors are 
too slow and unpredictable to adequately protect tubes. While grid protection is generally not 
required with tubes like the 572B, Ameritron does offer an optional fast-acting electronic circuit 
that will rapidly disable the amplifier if excessive grid current occurs. This circuit also reduces or 
eliminates the chance of tank component damage from incorrect loading or load failure. The part 
number of this add on board is 50-0080-5. 


The continuous commercial plate current rating of each 572B is 275 mA. For maximum tube life, 
total plate current should be maintained below 1100 mA on CW and other "steady" carrier 
modes. Brief periods of plate current exceeding 1100 mA will not cause loss of emission or 
shorten the amateur service life of the tubes in this amplifier. 


The application of filament voltage causes thermal stresses from rapid and uneven temperature 
changes. Avoiding needless cycling of the filament can prevent premature failure or unnecessary 
stress in the tube's filament. 


An accumulation of gas (or stray debris) in the tube can cause the tube to arc between the anode 
and the other elements of the tube. The resulting "gas arc" will generally manifest itself as a loud 
"pop" when the amplifier is first turned on. A "gas arc" will often damage diode D117 on the 
negative rail of the filter capacitor bank and open the fuses in the amplifier. If this problem 
occurs frequently, the tube should be tested or replaced. The use of low quality tubes, tubes that 
have been stored for extended periods, or abused tubes increase likelihood of a "gas arc". 
Ameritron recommends using only current code date 572B tubes. 


EXPORT MODIFICATIONS 


A simple modification will allow operation on frequencies above 15 meters. Instructions for this 
modification are available by sending a written request for "Export Modification Instructions" 
along with a copy of a valid amateur license. There is no charge for this information. Export 
models are shipped with this modification installed and have an "XK" or "Y" following the serial 
number. 


Address: Ameritron 
116 Willow Road 
Starkville, MS 39759 


FAX: (662) 323-6551 
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TECHNICAL ASSISTANCE 


Technical assistance is available during normal central standard time business hours on 
weekdays. Customer service is more effective when our technicians are provided the following 
information: 


1. Model and serial number 
2. Date of purchase and dealer 
3. An accurate description of the problem 


Meter readings at all stages of the tuning procedure are very important along with a complete 
description of the other equipment used with our product. 


Written assistance is also available. Due to time delays in processing mail, please allow at least 
three weeks for a written reply. For service or written correspondence, use the following address: 


AMERITRON 

116 Willow Rd. 

Starkville, MS. 39759 
Telephone: (662) 323-8211 
FAX: (662) 323-6551 


Note: Service history has clearly shown that most problems are operating or installation 
errors, rather than equipment failures. Most problems can be resolved over the 
telephone. Please contact our staff before shipping parts or equipment to us. 


The packing materials used to ship this amplifier were specially designed to prevent shipping 
damage. The original packing materials should be used to ship this amplifier. Replacement 
packing materials may be purchased from Ameritron if original packing materials are unavailable 
or damaged. 


CAUTION: Never ship this amplifier with the tube installed. Ameritron will not be 


responsible for shipping damage caused by improper packing. 


NOTES 
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INSTALLATION GUIDELINES AND SUGGESTIONS 


LOCATION OF THE AMPLIFIER 


Do not install the amplifier in excessively warm locations or near heating vents or radiators. Be 
sure air can circulate freely around and through the amplifier cabinet. Provide an unobstructed 
cold air inlet for the amplifier. DO NOT place any books, magazines or equipment that will 
impede the free flow of air near or on the cabinet ventilation holes. 


VENTILATION 


The AL-572 ventilation system has been designed and tested to maintain tube seal temperatures 
safely below the tube manufacturer's rating at 600 watts of continuous carrier or 1300 watts of 
two tone power output when the amplifier is properly tuned. The fan in the AL-572 is a 
permanently lubricated type that requires no maintenance in normal operation. To insure 
adequate cooling in your installation, please observe the following: 


— 


. Do not block or unduly restrict the ventilation holes in the cover. Be sure that the amplifier is 
located in an area so the ventilation holes have open air circulation. It is particularly important 
to avoid restricting the air inlet. 


No 


. The exhaust airflow is over 30 CFM. Do not "assist" the exhaust airflow with cabinet 
mounted fans. 


Qo 


. The most efficient way to improve airflow is to pressurize the air inlet area. Be sure that any 
fan used to assist the inlet airflow has at least a 60 CFM rating. 


K 


. The exhaust air will become quite warm at high power levels. Do not place any heat sensitive 
objects in the exhaust air stream. 


POWER CONNECTIONS 


The AL-572 is supplied with a NEMA 5-15P plug for 120 Vac operation. Full duty cycle 
operation with ac supply voltages below 100 volts is not recommended. The "TRANSFORMER 
CONNECTIONS" section on page 15 show the correct wiring for various supply voltages. 


This amplifier has a current demand of 16 amperes at 120 Vac with 1000 watts of RF carrier 
output. The average power line current during voice peaks on SSB will be approximately 9 
amperes at 1300 watts PEP output. Most normal residential power lines and house-wiring will 
easily meet this current requirement. 


If the power mains have excessive resistance, the high voltage may sag to less than 2500 volts 
under load. Voltage sag will not hurt the amplifier if the fully loaded high voltage remains above 
2350 volts. 


CAUTION: Never allow the high voltage to exceed 3000 volts under any 
condition. 
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For 120 volt operation, the wiring between the fuse box and the amplifier ac outlet must be 
number 14 gauge (or larger) in order to supply the current required (16 A) without a significant 
drop in the line voltage. The 120 volt outlet should be fused for 20 amperes. 


GROUNDING 


Connect a good RF and de ground to the ground post on the rear panel of the amplifier. Use the 
heaviest and shortest connection possible. The best materials to use for ground connections are 
(in order of effectiveness) smooth wide copper flashing, copper tubing, or solid copper wire. 
Never use braided or woven conductors unless the lead needs to be flexed. Braided or woven 
conductors offer a much higher impedance to lightning and RF than an equivalent solid 
conductors. 


Water pipes, metal heating ducts, metal fences and other large metallic masses offer convenient 
RF grounds. If a water pipe ground is used, inspect all the pipe connections to be sure that no 
plastic or rubber connections are insulating the pipes. Insulated pipe connections will interrupt 
the electrical continuity in the water supply system. Install a jumper around any insulated pipe 
connections you find. Use heavy copper wire or flashing with stainless hose or pipe clamps for 
the jumpers. 


The following tips will heip prevent lightning damage and RF grounding problems: 


1. Avoid using braided or woven conductors, they have very high resistance for RF and 
lightning. Remember that RF and lightning flows along the surface of conductors, almost no 
current flows in the center of the conductor. The lowest RF resistance occurs with large 
surface area, smooth conductors. 


2. Avoid routing a single small gauge conductor along the various pieces of equipment (or to 
connect multiple ground sources). Instead, use multiple ground leads that connect to a single 
wide buss at the operating position. Keep all ground leads as short and wide as possible. 


3. Buried radials provide much better lightning and RF ground connections than ground rods do, 
although both are needed for safety. 


4. Avoid sharp bends in ground leads. When changing the direction of a ground lead use a 
gradual radius turn. 


5. Avoid second story operation. A good ground is much easier to obtain on the first floor or in 
the basement of a structure. 


6. Air-core choke baluns should be used on all coaxial feedlines. The feedlines should be coiled 
into several 4" to 6" diameter turns before they enter the building. Either directly bury the 
feedlines a few inches deep in the ground for a minimum distance of ten feet or ground the 
shields to a separate earth ground on the antenna side of the choke. 
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TRANSFORMER CONNECTIONS 


The power transformer can be adjusted for various power line voltages by changing a group of 
jumper wires located near the outside edge side of the large power supply circuit board. These 
jumpers are located above the power transformer and have letters and numbers plainly marked on 
the circuit board. The jumper connection points are labeled A through F and 1 through 3. 


120 volt operation will normally be adequate in most situations. Operating this amplifier on 240 
volts may be advantageous if the 120 volt power mains have abnormally high resistive loss. 240 
volt operation is advisable when house lights dim or "blink" during operation or if the amplifier's 
HV drops below 2500 volts at full output. For maximum safety, never operate this amplifier on 
mains that use fuses or circuit breakers rated above 25 amperes on 120 volts, or 15 amperes 
on 240 volts. 


The power transformer of the AL-572 has fourteen different voltages available on the primary 
and is rated at full power on frequencies of 50 and 60 Hz. The jumper connections chart below 
indicates the proper placement of jumpers for various power line voltages. 


The high voltage secondary of the AL-572 has three leads. The normal wiring is indicated on the 
circuit board silk-screen by the initials R/Y (RED/YELLOW) and R/G (RED/GREEN). For low 
power operation the R/Y and R/G wire can be reversed. This will reduce the plate voltage of the 
AL-572 to permit operation at output levels below 400 watts. 


WARNING: The AL-572 requires different back panel fuses for various line 


voltages. Use the fuse listed in the jumper connections chart for 
maximum protection. 


JUMPER FROM TOP LETTERS 
TO BOTTOM LETTERS IN COLUMN 
| HIGHEST | LINE | 
LINE-V A 


}Factory wired Model AL-572 and AL-572Y 
{Factory wired Model AL-572X 
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INTERCONNECTIONS 


1. Connect the exciter's RF output to the "RF IN" connector on the rear of the AL-572 with 50 
ohm coax. Use any good quality 50 ohm cable long enough to connect the amplifier to the 
exciter. This amplifier connection uses a standard SO-239 female that mates with a PL-259 
male connector on the cable. 


2. Connect the existing station antenna system to the "RF OUT" connector on the rear of the AL- 
572 with RG-8 type coax. This amplifier connection uses a SO-239 female that mates with a 
PL-259 connector on the cable. 


. Shielded audio type cable with a standard male phono plug should be used to connect to the 
"RLY" jack on the AL-572. This jack has positive 12 Vde open circuit and supplies 100 mA 
of current when pulled to ground. The relay circuit has an internal back pulse canceling diode 
to protect sensitive exciter circuits from damage. 


Go 


4. Connect a short, wide, and smooth ground lead from a good earth and RF ground to the rear 
panel "GND" terminal. Avoid using braided conductors for ground leads. 


5. The "12 V" connection on the rear panel provides 12 Vdc at 200 mA maximum to operate 
external dial lamps or accessories such as the ATR-15 Antenna Tuner. 


6. Connect the "ALC" jack to the ALC input of the exciter with a shielded cable and a phono 
plug. The proper connection point on the exciter should be indicated in the exciter's manual. 
The AL-572 ALC will operate with any exciter that uses a negative-going ALC voltage of up 
to 10 volts. 


Note: Transceiver ALC response times and ALC voltage requirements vary with different 
manufacturers. 


OPERATING INSTRUCTIONS AND GUIDELINES 


FRONT PANEL CONTROLS 


“"MULTIMETER" Switch 

This four position switch selects either the plate voltage (HV) of 0-3500 volts, the reflected peak 
envelope power (REF) of 0-500 watts, the ALC detector output voltage (ALC) of 0-35 volts, or 
the approximate ALC grid current threshold (ALC SET) of 0-350 mA. See the "Metering 
Functions" section on page 9 for more details. 

"OFF-ON" Switch 

This switch turns the main power off and on. When this switch is placed in the "ON" position 
the fan should start, the meters should be illuminated, and high voltage should appear. 
"STBY-OPR" Switch 


This switch disables the amplifier's internal antenna relay. In the "STBY" position the amplifier 
is bypassed without turning the tube's filaments or the power supply off. 
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This switch will also reset the grid protection circuit if an optional grid overload protection 
circuit is installed. The overload circuit will be reset whenever this switch is placed in the 
"STBY" position and returned to the "OPR” position. 


"PLATE" Control 


The "PLATE" control adjusts the output tank circuit to resonance. This control should always be 
adjusted for maximum RF output power. Maximum RF output power normally occurs 
simultaneously with maximum grid current and very close to the plate current "dip." 


"LOAD" Control 


This control adjusts the coupling of the amplifier to the antenna or load. This adjustment insures 
optimum coupling between the tube and the load as the SWR of the load, the operating 
frequency, or the power level is changed. Advancing the "LOAD" control clockwise increases 
the RF power output capability and the linearity of the amplifier. Advancing the "LOAD" 
control (clockwise rotation) also decreases the grid current and increases the plate current for a 
given amount of drive. 


The efficiency of the amplifier and the grid current decrease if the "LOAD" control is rotated 
beyond the point of maximum output. The linearity, however, will increase. The proper position 
for this control is slightly clockwise from the setting that produces maximum output with full 
drive power applied to the input. Never use the "LOAD" control to adjust the output power. 
Aways set power by reducing exciter power. 


The "PLATE" control should always be checked after the "LOAD" control is adjusted by more 
than one number. This is especially important at the high end of the "LOAD" range on 20 meters 
and above. For example, if the "LOAD" is advanced from 7-1/2 to 8-3/4, the "PLATE" should be 
re-tuned. If the "LOAD" is touched up only a slight amount, the "PLATE" setting will not 
usually require re-adjustment. 


ALC METERING, CONTROLS, AND ADJUSTMENTS 


ALC Metering Functions 


The "MULTIMETER" switch in the AL-572 has two positions that indicate the functioning of 
the ALC circuit. These positions are as follows: 


ALC 

In this position the multimeter measures the output voltage of the ALC detector. The full scale 
reading of the ALC detector voltage is 35 volts. It is read directly from the ALC/ HV scale of the 
multimeter. The multimeter will indicate the maximum value of ALC voltage available from the 
internal ALC circuit. The meter should flick upwards occasionally during normal ALC action in 
this position. 
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ALC SET 

In this position the multimeter measures the approximate grid current that will produce ALC 
activity. One zero must be added to the reading on the ALC/ HV scale for this function. For 
example: If the meter reads 15, add one zero (150). In this example ALC action will begin at 
approximately 150 mA of grid current. 


ALC Controls 


The position of the "ALC SET" control determines the grid current value that will begin to 
produce ALC voltage. Rotating the "ALC SET" control counter-clockwise reduces the 
maximum grid current obtainable and the available RF power output. Rotating the "ALC SET" 
control clockwise increases the maximum grid current level. 


The approximate grid current available before ALC action begins can be determined by placing 
the "MULTIMETER" switch in the "ALC SET" (far clockwise) position. The "ALC SET" 
control should normally be adjusted to produce a multimeter reading of 12 to 18 volts with the 
"MULTIMETER" switch in the "ALC SET" position. This will allow a maximum grid current 
of approximately 120 to 180 mA. 


ALC Adjustments 


SSB Operation 

During SSB operation two adjustments affect the ALC and the sound of the signal. One is the 
exciter's microphone gain (or RF output level) adjustment. It will control the "fullness" of the 
ALC and the average output power. It will have very little effect on the peak output power, 
however. The fullness of ALC action is indicated by the meter reading in the multimeter ALC 
position. More exciter audio gain or power output will drive the amplifier's ALC circuit harder, 
and produce a more constant meter reading. This produces RF compression that increases the 
"talk power" without increasing signal bandwidth or distortion. 


Note: Audio background noise will increase while using heavy ALC levels on SSB. 
Objectionable background noise levels may occur while using heavy amounts of 
ALC, especially if the heavy ALC levels are used in conjunction with other speech 
processing. In these situations, operating in a quiet room and "close talking" the 
microphone will minimize objectionable background noise. 


The amplifier's "ALC SET" control determines the /evel of grid current that produces ALC 
activity. The maximum power output level. This amplifier has the best linearity when the "ALC 
SET" control is adjusted to limit the peak grid current to 150 mA or lower. This adjustment must 
be made with a carrier or single tone signal. When the "ALC SET" control is properly adjusted, 
it will be impossible to exceed 150 mA of grid current with any tuning or drive adjustment. 


CW Operation 

During CW operation the "ALC SET" control voltage should be adjusted just high enough 
(clockwise) to allow the desired output power to be reached. The "ALC SET" control should 
never be adjusted to the point where the grid current can exceed 200 mA under any tuning or 
drive adjustment condition. During proper CW ALC operation, the exciter drive level control 
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should be adjusted until the ALC voltage meter slightly flickers (ALC position of the 
"MULTIMETER" switch) while operating with normal output power levels. 


The ALC circuit will limit the amplifier's grid current to a safe value if anything accidentally 
changes in the station or the antenna. The CW keying waveform of the radio will remain 
unaltered when the ALC is adjusted in this manner. 


Note: Caution should be exercised if the ALC SET is used to control the CW power output 
with the exciter power control set at maximum. Key clicks may be produced if the 
exciter has a poor ALC response time. Check for proper wave shape when using the 
ALC in the amplifier exclusively to control the RF output power. 


Rear-panel "ALC LIMIT" control 


The “ALC Limit" control (rear panel) limits the maximum voltage available from the ALC 
circuit. This control is necessary only because the ALC response times and voltage requirements 
for exciters have never been standardized. The ALC voltage requirements may even vary 
between different models produced by the same manufacturer. 


If the ALC response time of the exciter (transceiver) is faster than the rise time of the RF 
envelope, there will be no voltage compatibility problems. The ALC voltage from this amplifier 
will automatically self-adjust to the value required by the exciter. 


If the ALC voltage requirements are low and/or if the ALC attack time is slow, the ALC may 
cause the output power to "pump" at a very slow rate. The undesired "pumping" can be corrected 
by reducing the amplifier's ALC output voltage with the "ALC Limit" contro] (R1). 


A full counter-clockwise "ALC Limit" setting will produce approximately 10 volts of maximum 
negative ALC voltage. A full clockwise setting (viewed from amplifier rear) will produce no 
ALC voltage. Always start with this control fully counter-clockwise before slowly advancing 
this control clockwise. The "ALC Limit Adjustment" section that follows gives adjustment 
details. 


ALC Limit Adjustment (rear panel) 


This adjustment procedure should be used if "pumping" occurs from excessive transceiver ALC 
sensitivity and/or slow transceiver ALC response time: 


1. Load the amplifier for maximum output on any band (see tuning instructions later in this 
manual). 


2. Adjust the "ALC SET" control on the front panel and the rear panel "ALC Limit" 
potentiometer to their full counter-clockwise positions. 


3. Apply full exciter drive power, and adjust the rear panel "ALC Limit" potentiometer 
clockwise (rear view) until the amplifier's ALC output voltage meter (multimeter "ALC" 
position) indicates 6 to 10 volts. As an alternative, the potentiometer can be adjusted 
clockwise until the RF output power reaches 300-500 watts. 


4. Adjust the front panel ALC SET control to the desired power level. 
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DRIVING POWER 


This amplifier is designed to operate at full ratings when it is driven by an exciter that has 
approximately 70 watts of RF output. An exciter with a lower output power may be used with a 
resulting decrease in amplifier output. Both the driving power and the "LOAD" control must be 
carefully adjusted when using an exciter that delivers more than 70 watts. Proper control settings 
will help prevent excessive grid current and spurious signals, which create needless interference 
to other operators. A monitor scope is recommended for continuous output observation. An 
oscilloscope is the best way of determining if the amplifier is "flat-topping" and producing 
excessive distortion products. 


A second method of determining linear operation is to monitor the peak RF output power 
carefully on the AL-572's internal meter. Determine the maximum obtainable RF output power 
and reduce the exciter's power until there is a noticeable margin from the maximum output 
power. This will insure some reserve power is available for random voice peaks. 


Note: Never increase the drive power beyond the point where the amplifier's output power 
stops increasing. This is also the point where the grid current will begin rising 
rapidly. 


The amplifier is being over-driven for a given "LOAD" setting when the grid current increases 
rapidly while the plate current and output power increase slowly. The amplifier "LOAD" control 
needs to be advanced to a higher number if this condition occurs. Non-linear operation, splatter, 
and excessive grid current will occur if the "LOAD" setting is too low. Excessive plate current is 
the proper indicator that the drive power limit has been reached. 


TUBE AND COMPONENT LIFE 
These guidelines will help prolong tube and component life, and minimize splatter. 


1. On SSB or other linear modes virtually any amount of power will cause splatter if the loading 
is too light ("LOAD" control too far counter-clockwise). Always tune for maximum output 
with maximum drive power. Reduce the drive power to reduce the output power on SSB, not 
the loading control. 


2. Lightly loading an amplifier will also result in large voltages building up in the tank circuit. 
Under-loading an amplifier is much harder on the tubes and other components than operating 
a properly loaded amplifier into a high SWR or with excessive drive power. We recommend 
slightly overcoupling the amplifier (loading control advanced slightly beyond the point of 
maximum output) to insure the best linearity and freedom from arcing. 


3. Never depend on average reading power or current meters to indicate proper operation on 
SSB or other linear modes. The best indicator of linearity is either an oscilloscope or the 
internal PEP RF output meter. Maximum linearity can be determined by finding the 
maximum output power possible and then reducing the exciter power for a slight reduction in 
output power. 


4, Never exceed 170 mA of grid current on CW carrier during actual operation. The proper grid 
current for SSB will range from 0 to 75 mA. The SSB grid current will vary with the 
operator's voice, the amount of signal compression or processing, and the tube characteristics. 
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TUNING 


WARNING: The transformer must be wired correctly for your line voltage. This 


amplifier is normally shipped wired for standard 120 Vac operation. 
See the "TRANSFORMER CONNECTIONS" section on page 15 for details. 


Important Note: If you have installed the optional electronic grid protection circuit to 
prevent control-grid damage, this amplifier will quit operating if the grid 
current exceeds a safe pre-set limit. The overload circuit responds much 
faster than the grid current meter. The overload circuit will respond to 
excessive grid current before the operator can observe the increase on the 
grid current meter. The grid overload circuit can be reset by momentarily 
placing the "STBY-OPR" switch in the "STBY" position. 


Many exciters generate high-level RF pulses when first keyed. These short duration pulses may 
greatly exceed the exciter's operating output power setting. Unexplained activation of the grid 
overload circuit may indicate the existence of this common exciter problem. 


Never under-load the amplifier to reduce the output power. The amplifier "LOAD" control must 
be set to a high enough position (clockwise) to prevent excessive voltage and arcing in the tank 
circuit or excessive grid current. Repeated tripping of the grid overload circuit or intermittent 
arcing probably indicates the "LOAD" control is adjusted too low. 


The goal of the following tuning procedure is to adjust the amplifier tuning and loading to 
provide maximum output at maximum exciter power. Avoid depending on the exciter's power 
control or ALC to maintain reduced power output, and peaking the amplifier at this reduced drive 
level. If the exciter suddenly puts out more power, the sudden surge of energy can cause splatter 
or cause the amplifier to arc. 


Overshoot is especially troublesome with radios capable of operating at more than 100 watts 
output power. For example, in several tests of popular 150 watt output radios, several radios 
adjusted to provide less than 100 watts output power during carrier conditions "spiked" above 
200 watts before their ALC systems took control. The transcient output power pulse 1s fast, often 
lasting only a few milliseconds. The rapid speed of the pulse prevents normal peak reading 
meters or non-storage oscilloscopes from clearly indicating the problem. 


Overshoot problems are common, and we recommend slightly over-coupling the amplifier to the 
load. Overcoupling is accompished by advancing the LOAD control slightly beyond the point of 
maximum output power with full exciter drive (not to exceed 110 watts). 
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Tuning Procedure 


Proper tuning will produce excellent output power, a clean signal, and good tube life. If the 
various meter readings are different than indicated in the text, check the external amplifier 
connections. Consult the manual for the exciter if necessary. 


Please go through the following procedure carefully, in numerical order, until you develop a 
"feel" for operating and tuning this power amplifier. Once you are used to operating this 
amplifier, steps not marked with an asterisk (*) can be eliminated. 


1. Set the AL-572 front panel switches as follows: 


POWER to OFF 
OPR-STBY to STBY 
MULTIMETER to HV 


2. Plug the ac line cord into the proper voltage outlet. 


*3. Place the main power switch in the "ON" position. The meter lamps should light and the 
blower should start. Read the 3500 volt scale on the multimeter. It should indicate 2800 
volts nominal and no more than 3000 volts. 


4, With the amplifier still on "STBY", tune the exciter into a normal 50 ohm load according to 
the manufacturer's instructions (solid state radios do not normally require this adjustment). 
Turn the exciter drive down after tuning. 


*5. Place the amplifier’s "BAND" switch on the same band as the exciter. Set the "PLATE" 
control and the "LOAD" control as indicated below: 


aS (15 (7 (eS 
ee) ee ee ee Ee 


PLATE 


ae ae a a 5-1/2 
24.900 8-1/4 
28.050 9-1/2 


4 
6 
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6. With the exciter's drive level still on zero, observe the 1000 mA Ip scale on the left hand 
meter. It should indicate zero (0) amperes. 


*7, Place the "STBY-OPR" switch in the "OPR" position. Place the exciter in the transmit 
mode with no RF output. The red "XMT" LED should light and plate current (Ip on the left 
meter) should be close to zero (0). 


8. With the exciter in the transmit mode, apply a very low amount of RF drive power (about 
100 mW). The plate current meter (Ip) should suddenly indicate about 100 mA. 


Note: Currents may vary up to 25% due to component and line voltage tolerances. If the 
current in this step is higher than expected, the RF level from the exciter may be too 
high. 


If the exciter does not allow adjustment to very low CW power levels, the exciter can be 
placed in the SSB mode and the audio (microphone) gain control advanced from minimum 
while speaking until the plate current (Ip) just flickers upwards. The plate current (Ip) 
should be around 100 mA on these flickers. 


9. Place the "MULTIMETER" switch in the "ALC SET" position. Adjust the front panel 
"ALC SET" control until the multimeter indicates 8 volts. This adjustment will limit the 
amplifier's grid current to approximately 80 mA. 


Steps 10a and 11a require a connection from the amplifier's ALC output to the exciter's ALC 
input. 


Steps 10b and 11b should be used if the exciter and amplifier ALC lines are not connected. 


Note: Step 10 requires the simultaneous observation of the plate current (Ip) and the grid 
current (Ig). 


10a. If the ALC line is connected, adjust the exciter's drive or power output control to 
maximum. NEVER ALLOW THE GRID CURRENT (Ig) TO EXCEED 120 mA OR THE 
PLATE CURRENT (Ip) TO EXCEED 500 MILLIAMPERES AT THIS STAGE OF TUNING. 
If either current exceeds these limits, reduce the exciter's power. Adjust the "PLATE" 
control for maximum output power. The plate current (Ip) of the amplifier and the output 
power of the exciter should dip (decrease) when this adjustment is made. 


10b. If the ALC is not connected, place the exciter in the transmit mode and gradually increase 
the drive until a grid current of 120 mA or a plate current of 600 milliamperes (whichever 
is higher) appears. The "PLATE" control should be adjusted until maximum grid current 
and maximum RF output power appear. The plate current (Ip) should dip slightly when the 
grid current and output power peak. 


Remove drive power and unkey exciter. 


*11a. Increase the "ALC SET" voltage (if the ALC is connected) until 180 mA (18 volts) is 
indicated. Apply full drive (not to exceed 100 watts) and adjust the "LOAD" and "PLATE" 
controls for maximum RF output power. The grid current should not be allowed to go 
above 200 mA at this stage. The plate current should not be allowed to exceed 750 mA 
except during brief periods of tuning (15 seconds). 
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*1 1b. 


*124: 


*12b. 


Increase the exciter drive power (if the ALC is not connected) until 180 mA of grid current 
is indicated. Adjust the "LOAD" and "PLATE" controls for maximum RF output power. 
The grid current should not be allowed to go above 200 mA at this stage. The plate current 
should not be allowed to exceed 750 milliamperes except during brief periods (15 seconds 
or less). 


For CW operation, the output power should be reduced with the "ALC SET" control until 
the rated output power of 1000 watts is obtained. The exciter's power can be reduced until 
the multimeter shows a slight upward flicker with the "MULTIMETER" switch in the ALC 
position if the ALC is used. 


For SSB operation, the "ALC SET" should be adjusted to allow 120 mA of grid current 
(near the 12 volt marking). The exciter should be set to produce maximum output power 
(not to exceed 110 watts of peak power). Next the amplifier's "LOAD" and "PLATE" 
controls are adjusted for maximum power output on the internal peak reading RF wattmeter 
with either a two-tone generator or sustained "HEL-L-L-L-L-O" driving the exciter. 


The "ALC SET" control should then be reduced until the peak power output is just reduced 
slightly. Finally the exciter's audio gain or output power is adjusted until the multimeter 
"ALC" position indicates the desired ALC level. This setting should normally allow around 
120 mA grid current on a steady carrier or "whistle". 


Note: If the ALC is not connected, the amplifier should be fully loaded with maximum 


drive (not to exceed 110 watts). The exciter's output should then be reduced (either 
with the microphone gain or power output control until the output power shows a 
very slight reduction. 


"ALC SET" control 
Proper adjustment of the front panel "ALC SET" control accomplishes the following: 


1. 


The exciter's power is limited to a value that will produce a fixed amount of grid current in 
the amplifier. The front panel "ALC SET" control determines the maximum grid current 
that can be produced. 


. The "LOAD" control setting will determine the maximum plate current and output power 


for a given grid current. Never exceed 750 mA of long duty cycle (more than 15 seconds 
without a 15 second cool down period) plate current. Never exceed 200 mA of operating 
grid current. 


. For normal SSB operation, the exciter power should be reduced until the ALC voltage 


(measured in the ALC multimeter position) flicks upwards on occasional voice peaks. This 
will produce the best audio quality. The drive can be increased for DX or weak signal SSB 
operation until the ALC steadily registers voltage. 


Also see the "ALC METERING, CONTROLS, AND ADJUSTMENTS" section beginning on page 17, 
and the ""MULTIMETER" section beginning on page 9. 
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ADDITIONAL SSB NOTES 


The peak power output developed on SSB is limited by the amplifier loading, RF drive, and 
peak-to-average power of the RF waveform. Proper loading of this amplifier will produce 
excellent linearity and a clean signal even if the output power level exceeds one kilowatt PEP. 
An improperly adjusted (too far counter-clockwise) "LOAD" adjustment can produce flat- 
topping and splatter with only a few hundred watts of RF output. The "LOAD" setting is the 
single most important adjustment for proper SSB operation. 


Note: Always remember that the "LOAD" control setting is much more important than 
any other parameter for good linearity! Good linearity means a "clean" signal! 


To maintain linearity, always be sure that the "LOAD" control is adjusted slightly further 
clockwise than the position that gives maximum output at peak or maximum drive. 


Be considerate of others, NEVER "push" this amplifier into envelope clipping or to the point 
where the grid current approaches 75 mA on voice peaks. Envelope clipping can be also be 
avoided by adjusting the amplifier's "ALC SET" control until the peak output power drops 
slightly from the power obtained with full microphone gain and a fully clockwise /"ALC SET" 
adjustment. For the cleanest audio, the microphone gain can be reduced until the ALC meter just 
flickers. 


AM (AMPLITUDE MODULATION) OPERATION 


The efficiency of any conventional linear amplifier must remain below half the peak efficiency 
under maximum signal conditions (less a safety factor) in AM operation. Since this linear 
amplifier has a peak plate efficiency of nearly 60%, the carrier efficiency must be kept below 
30% to maintain linearity. The power dissipated in the tube anodes will slightly more than twice 
the carrier output power. 


The carrier power must be kept below 250 watts for clean and safe AM operation. With 250 
watts of carrier, the peak envelope power will reach 1000 watts with 100% symmetrical 
modulation. The modulated AM power output should be limited to 1300 watts peak with non- 
symmetrical modulation that enhances the positive peaks. 


AubIO DISTORTION 


One problem that often occurs when using a linear power amplifier is SSB audio distortion on 
one or more bands. This distortion is usually caused by RF feedback from either a poorly 
designed antenna or poor RF grounding. REMEMBER THAT A GOOD GROUND FOR DC IS 
NOT NECESSARILY GOOD FOR RF. RF circuits require short connections with smooth, wide 
conductors. Braiding or woven wire has a very high RF resistance and should be avoided. See 
the "GROUNDING" section on page 14 of this manual. More detailed suggestions on grounding 
are available by requesting Ameritron's Tech Bulletin on RF Feedback. 
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FM (FREQUENCY MODULATION), RTTY, AND DIGITAL OPERATION 


The efficiency of this amplifier will approach 62% in the FM, RTTY and DIGITAL 
OPERATION modes. Since these modes do not require linear amplification of complex 
waveforms, the tuning can be re-adjusted for maximum power at the desired output power level. 
This will keep the efficiency as high as possible. 


QSK OPERATION 


The antenna transfer relay in the AL-572 takes approximately 15 milliseconds to change states. 
This precludes using the standard internal relay for QSK CW operation. Commonly available 
vacuum relays are specified at 5 to 7 milliseconds of switching time. Even expensive vacuum 
relays are less than ideal for high speed QSK operation. At 60 WPM, less than 50% of the 
receive-time is available with vacuum relays. 


On PACKET, AMTOR, and other modes, delay can be added to the transmit and receive 
changeover to use either vacuum or our standard relay effectively. Ameritron offers two high- 
speed PIN diode options that permit operation on modes requiring high speed receive-transmit 
switching. Both systems offer noiseless switching times of under one millisecond. Since these 
PIN diode systems are several times faster than vacuum relay systems, they will allow over 90% 
of the available receive time to be used at 60 WPM. 


Ameritron highly recommends using the external QSK-5 switch. This stand alone PIN diode 
switch can be used with almost all types of amplifiers and transmitters. Modifications are not 
required in amplifiers used with the QSK-5 unit. The QSK-5 operates directly from 120 Vac 
power lines. 


Ameritron also offers an internal QSK board as a space-saver for the AL-572. This internal 
board is slightly less expensive. However, it provides less flexibility and serviceability than the 
external QSK-5 unit. Factory installation of the QSK-5PC is highly recommend. Contact 
Ameritron for details on the QSK-5 and the QSK-5PC. 


PERIODIC MAINTENANCE 


The high voltage present on various parts of the amplifier will attract dust and dirt. The high 
voltage areas at the bottom of the plate choke and the plates and insulators of the air variable 
capacitors should be kept dust free. These areas should be inspected periodically, especially if 
the amplifier is operated in a dusty environment. These areas may be inspected by unplugging 
the line cord and waiting a few minutes for the power supply capacitors to discharge. The high 
voltage should then be checked with the internal multimeter by placing the meter switch in the 
HV position. 


DANGER: High voltages can kill! Accidental contact with the voltages in this 


amplifier can be letha!! 
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For your personal safety please observe the following precautions: 
1. NEVER defeat the interlock. 
2. NEVER remove the cover with the amplifier connected to the power line. 


3. ALWAYS allow the capacitors to discharge for several minutes after unplugging the 
amplifier and before removing the cover. 


4, ALWAYS select the high-voltage (HV) function of the Multimeter to check the high voltage 
potential. Do not remove the cover if voltage is indicated. 


5. ALWAYS ground the tube anode (top metal conductor) to the chassis before touching 
anything inside the amplifier. 


6. ALWAYS be cautious of heat. Many components inside the amplifier operate at high 
temperatures. 


7. NEVER make any unauthorized component or circuit modifications to this product. The only 
acceptable source for modifications is Ameritron or a source approved by Ameritron. 
Unauthorized modifications almost certainly will increase the risk of equipment failure or 
personal injury. 


The cover should be removed and a low value (40 to 500 ohm) two-watt or larger resistor should 
be secured to the chassis. The other end of this resistor should be connected to the tube anode 
with an insulated clip lead. 


CAUTION: NEVER ground the anode directly to the chassis without a series 
resistor. Component damage may occur from the current surge. 


Note: This resistor is a safety device that must be installed when beginning service work 
and removed when the work is finished. 


Dust and dirt can be blown out of the amplifier with a shop vacuum or a high pressure air hose. 
A soft bristle brush dipped in alcohol can be used to clean particularly dirty areas. If the amplifier 
is operated in a dusty environment, a non-conductive low- restriction foam air filter can be 
placed over the ventilation holes on the left side of the cabinet near the filter capacitors. Placing 
an air filter over these air inlet holes will substantially reduce the amount of dust entering the 
cabinet. Most hardware stores stock suitable air filter material that are used as replacement filters 
for window air conditioners. 
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PARTS LIST 
POWER SUPPLY / SWR BOARD (50-0057-1) 


D103 
D116-120 
D104-113 
C101 
C102,105 .001 uF 1 kV 200-2120 
0 
}3-12pFS00VTrim —CidTCSC204-0150 
06,125,126,129,135-137 
07-116 
17-124 [210uF 450VElect, CT 203-0578 


= 
Oo 


S) ole 
4 ES 


220 uF 25 V 203-0565 
4.7k mox 1 W 103-1747 


Cl 
C128,138,132,139 
2200 uF 25 V 


Oo 
N 


~ n lw 


03,104,121 


0.6 ohm 3 W 1% 103-3399 
08,109 1M 3 W 1% special high voltage type 103-2223 
| R110,111 750k 2 W mox 2% 103-1743 


R112-119 50k 7 W 5% 
pRizg PS tohm2Wmox 5% 103-2151 
2N3904 
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TUNED INPUT BOARD (50-0057-2) 


Designator Description Ameritron P/N 


C201 (transmitter side) See input chart 
C202 (tube side) See input chart 
C213-215 .01 1 kV disc capacitor 
RFC1 filament choke 30 ampere 
L201 See input chart 
eee 


AL-572 TUNED INPUT CHART 


BAND C201,211 (pF) input 1201 C 202,212(pF) tube 
| 160 2700 (208-5689) 23.75T new 2700 (208-5689) 
80 1300 (208-5177) D257 new 1000 (208-5176) 
40 750 13.75T (405-1137) 500 (208-5691) 
20/30 330 9.75T (405-1097) 220 (208-5175) 


15/17 270 8.75T (405-1087) 180 (208-5396) 
10/12 100 (405-1037) 


C217 


METER BOARD (50-0057-3) 


Designator | __————_—Description |S Ameritron PN _| 
[oor —<C*é~*S NACE 3800-0346 
C301, 302 
[c305,306——“‘*é‘dC OTF KV 200-2120 
R301, 302 | 2.2M 1/4 W 100-6220 
| R304 | 2.2k 1/4 W 100-1500 
R305 [a7ki4wet i —<“<«é‘dCSC“C‘iéi TG 
R306, 310 
100 ohm 1/4 W 100-2100 
}R308,311 CdS KAW 100-3330 
R309 PA7kU4Wwe Ci 100-1470 
R312 [330ohm1/4W sd 100-0330 
R313 —~—~iSCT OHM VAW 100-0600 
1C301 LM324 311-0324 
Q301, 302 
fqs3,—“‘~‘“~*~*~*~*~**C~*~*dSC NIG §$“_ a CE 805-0722 
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TIMER / OVERLOAD BOARD (50-0057-5) 


Designator Description Ameritron P/N 
C501-506 | .01 uF 50 V disc | 200-0416 
[.cs07.508—*YA7 uPtantalum 203-0530 


C509 203-0564 

D501, 502 1N4001 
}psop, CdS emer —CiésdYC NTIS” 

1C501 


| 307-0722 
1Q503,504 SC NPNitransistor2N3904 305-0045 


100-0730 
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AL-572 MAIN CHASSIS PARTS LIST 


Designation Ameritron P/N 
410-3138 
fci-3 ss 001 uF. 7.5 kV 200-7224 

C4 500 pF Doorknob 7.5 kV 210-0470 
209-0559 
}c7_ Cd Air Variable Plate 250 pF3.5kV_ | 204-2112 
Air Variable Load 800 pF 1.2 kV 204-2573-] 
C11-13 01 uF 50 volt de disc capacitor | = -200-0416 | 
PDI LED, Red OT 320-0522-1 
See Jumper Connections Chart 
| 50-0080-1__| Power Supply/SWR Board Assembly | 50-0572-1 
| 50-0080-2 ‘| Input Circuit Board Assembly 50-05 72-2 
| 50-0080-3 | Metering Board Assembly | 50-0572-3 
| 50-0080-4 _| RF Tank Board Assembly (only parts L1-L2) | 50-0572-4 
$0-0572-5 
Coll 10-13165 
LF Coil (mounted on 50-0572-4) | 10-13240 | 
[L3H Coil (mounted on 50-0572-4) | 10-1308 
Ml | Meter (Forward and Reflected) | 400-3581 
400-3580 
RI Lk pot (ALC limit) | 105-1301 
[R3-¢ [51 ohm2 watt carbon composition [+ 
2.5 mH Choke 402-1162 
RIG 33 ohm W/4 watt 100-1330 
Transistor MJF-3055 | 305-3055 
PT) Transformer 406-0572-1 I 
V1-4 572B Tube 
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AL-572 WIRING DIAGRAM 
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AMERiITRON 


116 Willow Road 
Starkville, MS 39759 USA 
662-323-8211 


LIMITED WARRANTY 


Ameritron warrants to the original purchaser that this product shall be free from defects in material 
(except tubes and RF output transistors) or workmanship for one year from the date of original purchase. 


During the warranty period, Ameritron (or an authorized Ameritron service facility) will provide free of 
charge both parts (except tubes and RF output transistors) and labor necessary to correct defects in 
material or workmanship. 


To obtain such warranty service, the original purchaser must: 


(1) Complete and send in the Warranty Registration Card. 

(2) Notify Ameritron or its nearest authorized service facility, as soon as possible after discovery of a 
possible defect, of: 
(a) the model number and serial number, if any: 
(b) the identity of the seller and the approximate date of purchase; 
(c) a detailed description of the problem, including details on the equipment. 

(3) Deliver the product to the Ameritron or the nearest authorized service facility, or ship the same in its 
original container or equivalent, fully insured and with shipping charges prepaid. 


Correct maintenance, repair, and use are important to obtain proper performance from this product. 
Therefore, carefully read the Instruction Manual. This warranty does not apply to any defect that 
Ameritron determines is due to: 


(1) Improper maintenance or repair, including the installation of parts or accessories that do not conform 
to the quality and specifications of the original parts. 

(2) Misuse, abuse, neglect or improper installation. 

(3) Accidental or intentional damage. 


All implied warranties, if any, terminate one (1) year from the date of the original purchase. 


The foregoing constitutes Ameritron's entire obligation with respect to this product, and the original 
purchaser and any user or owner shall have no remedy and no claim for incidental or consequential 
damages. Some states do not allow limitations on how long an implied warranty lasts or do not allow the 
exclusion or limitation of incidental or consequential damage, so the above limitation and exclusion may 
not apply to you. 


This warranty gives specific legal rights and you may also have other rights which vary from state to 
state. 


[ModelNumber | 
[SerialNumber [| 
[Date ofPurchase | 
aS aSseeees 
ee 


Purchased From 
Warranty Card Mailed On 


